1. pielikums

Teatra nama “Jiras varti” tehniska informacija

DATI PAR SKATUVI:

Nosaukums Meérvieniba
Skatuve

Proscénas arkas augstums 6,5m
Proscénas arkas platums no 8m lidz 12m
Skatuves dzilums 12m
Skatuves platums 16m
Skatuves torna augstums 14,5m
Aizskatuve

Aizskatuves dzilums 12m
Aizskatuves platums 12m
Aizskatuves augstums 10,5m

Citi tehniskie parametri

Stangas ar elektronisko vadibu (celtspgja 300kg uz 1 stangas
pilnu garumu. Stangas garums: 14m, stangas diametrs: 50mm).

24gab. + 4gab. (sani)

Stangas ar rokas vadibu (aizskatuve). Celtrsp&ja 150kg. 7gab.
Orkestra bedre 18,5 x 5,5m
ELEKTRIBAS PIESLEGUMI UZ SKATUVES:
Nosaukums Daudzums
32A 2gab.
63A 2gab.
16A 26gab. + (aizskatuve 24gab.)
DATI PAR GAISMAM:
Nosaukums Daudzums
PARG4 24
SELECON PACIFIC Zoomspot 17° - 35° 38
SELECON RAMA HP 34
SELECON AURORACYC 48
SELECON ARENA Zoomspot 9°- 18° 2500W 10
SELECON ARENA Zoomspot 19°- 28° 2500W 14
ETC 25°- 50° 750W 4
ACCLAIM 18°- 34° 600W 10
SELECON RUA Followspot 1200W 2
MARTIN ATOMIC-300 STROBE 2
HAZER DF-50 1
Gaismas pults MA 2-3 Full size 1




DATI PAR SKANU:

Nosaukums Daudzums
PA
JBL VERTEC 4887A (main) 12
JBL 4642A (subs) 4
JBL AM6212/00 (center) 2
JBL AC15 (delay) 10
JBL Control 321C (surround) 12
JBL Control 24AV - WH (surround balcony) 16
BSS BLU-800 (System processor) 1
JBL AC25 (front fill) 4
SOUND DESK
Soundcraft Vi400 — stationary (64 analog + 8 AES inputs on 24
faders, with a total of 27 analog + 4 AES output busses available 1
for use as masters, groups, auxes or matrices).
STAGE MONITORS
JBL VRX915M Monitors 6
MULTICORE SYSTEM
Male-Female 12 + 4 unisex (25 meter) 1
MICROPHONES
BSS AR-133 DI box 6
AKG 451B Condenser 4
AKG 480BCB — ULS/61 Condenser 2
AKG D112 1
AKG D40 3
AKG D7 2
AKG C5 Condenser 4
Sennheiser E 906 1
Crown PCC160 2
K&M 21060-300-55 10
K&M 25900-370-87 6
EFFECTS
Lexicon in-build Vi400 8
Lexicon PCM96 1
T.C.Electronic D-Two 1
PLAYERS
Denon DN-C635E2 2
Tascam MD350 2
Tascam SS-CDR200 2




